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Project Objectives:
The objective of this research effort has been the development of a new gas sensor tech-
nology to meet NASA requirements for spacecraft and space station human life support
systems for sensitive selective and real time detection of trace gas species in the mid-infrared
spectral region.
Project Approach:
The gas sensor technology makes use of difference frequency mixing of diode lasers or
diode laser pumped solid state lasers in nonlinear optical materials.
Accomplishments:
The work has led to the development and performance evaluation of several gas sensor
schemes:
(1) Detection of methane in air of 12 ppb (Hz) -_/2 near 3.2/_m. This source uses AgGaS2
as the nonlinear medium pumped by a compact 1064 nm Nd:YAG laser and a diode
laser operating near 800 mn.
https://ntrs.nasa.gov/search.jsp?R=19980001898 2020-06-16T01:38:05+00:00Z

(2) Detection of CO, N20, and C02 in ambient air based on DFG in periodically poled
LiNb03 (PPLN). The CO detection sensitivity is extrapolated to 5 ppb-m/_ if
limited by IR intensity noise.
(3) Development of a cw tunable 8.7 pm spectroscopic source based on fiber coupled DFG
in AgGaSe_. The DFG source was applied to monitor SOs concentration levels.
(4) Study of a log wavelength CW IR source based on DFG in gallium selenide (GaSe).
A long wavelength cw IR source continuously tunable in the 8.8-15 micron wavelength
region was demonstrated. Detection of ethylene was demonstrated successfully near
945 cm -1.
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Abstract. Spectroscopic detection of the methane in natu-
ral air using an 800 nm diode laser and a diode-pumped
1064 nm Nd:YAG laser to produce tunable light near
3.2 pm is reported. The lasers were pump sources for
ring-cavity-enhanced tunable difference-frequency mixing
in AgGaS,. IR frequency tuning between 3076 and
3183 era-_ was performed by crystal rotation and tuning
of the extended-cavity diode laser. Feedback stabilization
of the IR power reduced intensity noise below the detector
noise level. Direct absorption and wavelength-modulation
(2f) spectroscopy of the methane in natural air at 10,7 kPa
(80 torr) were performed in a 1 m single-pass cell with
1 laW probe power. Methane has also been detected using
a 3.2 pm confocal build-up cavity in conjunction with an
intracavity absorption cell. The best methane detection
limit observed was 12 ppb m (Hz.)- t/2.
PACS: 07.65; 33.00; 42.60; 42.65; 42.80
This work was done to develop a diode-laser-based tech-
nique for sensitive detection of environmentally important
atmospheric trace gases such as methane, carbon monox-
ide, nitrous oxide, and nitric oxide. Several measurements
of optical absorption in methane using tunable near-in-
frared lasers have been reported recently. Lucchesini et al.
have used diode lasers to access 3v t + v3 + (v2 or v4)
combination-overtone bands of methane near 790 rim,
and the 2v t + 2v 3 band near 860 nm Eli. Scott et al. have
investigated the possibility of methane detection with the
use of a 1.34 pm Nd:YAG laser which can access the
vt + 2v3 combination-overtone band [2]. Uehara and Tai
[3] have been used a diode laser to detect methane in air
by monitoring absorption in the 2va-stretch vibration-
overtone band near 1.66 _tm, achieving a detection limit of
0.3 ppmm with a signal averaging time of 1.3 s. This
corresponds to 680 ppb m (Hz)- t/:. Pavone and Inguscio
[4] observed a component of the methane combination
band corresponding to a third overtone at 866 nm.
The fundamental v3 band of methane near 3.21am,
however, has transitions that are as much as a factor of
160 stronger than those of the first overtone band and
may be better suited for sensitive detection. The maximum
line intensity and the typical pressure broadening coeffic-
ient of methane in this band is 2.13x 10-19cm, and
0.027MHzPa -I, respectively, which corresponds to
a peak absorption of 0.005 m- t ppm- t in air at 1 atm
near 3067 em-1 [5]. Given the typical 1.8 ppm natural
abundance of methane in air the absorption coefficient to
be measured is 0.009 m-_. The fundamental v3 band of
methane is accessible by either conventional spectroscopy
using the carbon monoxide overtone laser [6], the helium-
neon laser near 3.39 lam [7], lead-salt diode lasers, color-
center lasers, or with Ar+-dye laser difference-frequency
generation [8]. These infrared laser sources are also suit-
able for sensitive atmospheric trace gas detection.
McManus et al. [9] demonstrated an atmospheric meth-
ane measurement instrument using a Zeeman-split he-
lium-neon laser with a sensitivity of 20 ppb with a signal
averaging time of I s (40 ppb (Hz)- 1/2). Simultaneous de-
tection of methane and other gas species in air has been
accomplished with the use of a compact lead-salt diode
laser spectrometer that included a multipass absorption
cell [10]. A detection limit for methane of 4 ppb m near
8 pm with a signal averaging time of 3 s was reported
(14 ppb m (Hz)- t/2).
However, each of the mid-infrared laser sources men-
tioned above suffers from its own specific practical draw-
backs such as large physical size, lack of portability, high
cost, high power consumption, poor tunability, or need
for cryogenic cooling. On the other hand, the use of
commercial single-frequency short wavelength diode
lasers as pump sources offers benefits of small size, relia-
bility, low cost, and low power consumption. These diode
lasers also offer good amplitude and frequency stability
which are important in the design of a compact and
robust gas sensor. Several new interesting diode lasers
operating in the 2.7 to 3.9 pm wavelength region have
been developed [11-13] but are not yet commercially
available. These lasers may still require cooling with liquid
nitrogen for normal operation which is sometimes a
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practical drawback. Therefore, CW Difference-Frequency
Generation (DFG) pumped by visible and near-infrared
diode lasers at room temperature remains an attractive
technique for generation of tunable mid-infrared light
[14].
In this paper, the applicability of CW diode-pumped
DFG to the detection of methane in air is investigated.
The detection limit is based upon the measured perfor-
mance characteristics of the IR probe source and detector.
A significant technical difficulty in applying DFG to spec-
troscopic detection is its low conversion efficiency when
pumped directly by most single-frequency CW semicon-
ductor lasers. Traveling-wave semiconductor amplifiers
have been successfully applied to boost effective optical
pump power [15]. In earlier work [16] we reported tun-
able CW mid-infrared DFG with output power in excess
of 3 laW pumped by relatively low-power near-infrared
diode lasers. A compact ring enhancement cavity was used
in order to increase effective signal power available for
difference-frequency mixing.
In this work, an improved and more robust design of
the build-up cavity was implemented. Direct absorption
and wavelength-modulation (2f) spectroscopy of methane
in air at 10.7 kPa (80 torr) were performed in a 1 m single-
pass cell with 1 laW probe power. The detection sensitivity
of 12 ppb m (Hz)- _/2 was limited by detector noise. In an
effort to improve detection sensitivity, we tested the effec-
tiveness of a confocal 3.2 lam enhancement cavity in com-
bination with an intracavity absorption cell.
1 Diode-pumped cavity-enhanced 3.2 pm DFG
source
A schematic diagram of the experimental setup is shown
in Fig. 1. Two different compact lasers were used for
pumping the difference-frequency IR source: a 500 mW
diode-pumped monolithic Nd : YAG ring laser at 1064 nm
(signal), and a 20 mW extended-cavity diode laser (ECDL)
at 800 nm (pump). In later experiments, the ECDL was
replaced with a 100 mW solitary laser diode in order to
increase the IR power and allow fast wavelength modula-
tion. The pump and signal laser beams were combined in
a polarizing beamsplitter cube after spatial mode match-
ing. They were then focused into a 5.5 mm antireflection-
coated AgGaSz crystal through the input coupler of
a bow-tie enhancement cavity. The cavity was designed to
build up the 1064 nm light because bulk absorption in the
crystal at that wavelength is lower than at 800 nm and
scanning is simpler. The input coupler was a piano-con-
cave fused silica substrate coated for high transmittance
near 800 nm and 3.4% input coupling at 1064 nm. The
radius of curvature of the concave side was 100 mm. The
CaF2 output coupler had the same dimensions and was
coated for high reflection at 1064 nm. The transmittance
of the output coupler was measured to be 41% near
3.2 lam using light from a carbon monoxide overtone laser.
The long arm of the cavity was not a conventional bow-tie
in that a Littrow prism reflector was used instead of a flat
mirror. The function of this element was to eliminate
multiple passes of the 800 nm light in the cavity. Use of
a flat mirror resulted in a small portion of the diode laser
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Fig. 1. Experimental setup for spectroscopic detection of methane
near 3.2 lain in air. The AgGaS2 crystal was placed into a bow-tie
build-up cavity which was locked to resonance at 1064 nm. The
1064 nm light was supplied by a diode-pumped Nd : YAG laser. The
tunable 800 nm light was supplied by either a grating tuned ex-
tended.cavity diode laser or a solitary laser diode. The IR power was
stabilized by adjusting the diode laser power with an AOM
light circulating in the cavity which produced a systematic
ripple in the IR power when the diode was tuned. The
bow-tie cavity design with the addition of a Littrow prism
reflector provides several advantages: it employs a min-
imum number of intracavity elements, is easy to align, has
flexible mode diameter control, which is important for
reaching optimum DFG conversion efficiency [171 and
eliminates cavity resonance at the pump wavelength.
The Nd:YAG beam was spatially mode-matched to
the cavity and the reflected power was monitored by
a silicon photodetector PD2 (Fig. 1). Optimization of the
cavity mode diameter allowed us to achieve a 90°/. input
coupling efficiency limited mainly by the impedance mis-
match of the input coupler transmittance. However, in
normal operation a typical input coupling efficiency of
between 75°/, and 85°/'o was observed. The intracavity
Nd : YAG power was monitored by a silicon photodetec-
tor PD1 which detected a 0.011% transmission through
a PZT-driven flat cavity mirror (Fig. 1). The cavity build-
up was 16 with the mixing crystal and 144 without. This
corresponds to 6.1"/'o and 0.7°/', excess cavity loss. Trans-
mission losses in the crystal for the ordinary beam at
1064 nm have increased from 1.5% to 5.4% due to addi-
tional surface and bulk losses in the one-year time interval
since the previous work [16]. Present measurements re-
vealed 2.5% total reflection loss at 1064 nm compared to
an immeasurably small reflection previously. This sug-
gests that the index of refraction at the surface has
changed. The manufacturer suggests that these changes
are induced by exposure to near-UV light.
The 3.2lain output beam (idler) was collimated by
a CaF2 lens, filtered by a broadband antireflection-coated
germanium filter to remove pump and signal light, and
focused by another CaFz lens onto a room-temperature
InAs detector. A maximum of 6 laW IR power was meas-
ured with 40 mW pump power incident on the crystal, and
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Fig. 2. Measured DFG power with pump wavelength near 800 nm
for fixed phase matching angle. The full width at half maximum
(FWHM) of the peak is 11cm-t. The asymmetry is a result of
pumping with focusedGaussian beams
230 mW signal power in front of the cavity, which corres-
ponds to 3.75 W intracavity signal power. Operation with
more than 4.2W intracavity Nd:YAG power was
achieved, accompanied by noticeable thermal lensing in
the mixing crystal. Frequency tuning of the idler wave was
performed by tuning of the pump laser and crystal angle.
At a fixed phasematching angle, frequency tuning over
a range of approximately I0 cm-Z was possible as is
apparent from Fig. 2. Therefore, short frequency scans of
10 GHz for spectroscopic measurements did not require
crystal rotation. The observed asymmetry of the
phasematching peak is a result of pumping with focused
Gaussian beams [18"1. Tuning of the pump laser from
801.3rim to 795.2nm and changing the internal
phasematching angle of the crystal from 80 ° to 90° shifted
the peak output IR power from 3076 to 3183 cm -z. Op-
eration at infrared frequencies below 3076 cm- t was pos-
sible with phasematching angles below 80° but at the cost
of more than 25% reduction in the output power due to
larger beam walkoff, decreasing effective non-linear coef-
ficient, and increasing Fresnel reflection losses at the
AR-eoated crystal surfaces which decreased the cavity
build-up.
In the experiments described below the source was
scanned by sweeping the frequency of the ECDL or soli-
tary laser diode. In the ECDL, continuous mode-hop-free
frequency tuning of 20 GHz was performed by electroni-
cally adjusted synchronous rotation and translation of the
PZT-driven tuning mirror. The Littman configuration of
the ECDL allowed tuning without steering of the output
beam. The solitary laser diode was tuned by current and
temperature control. Frequency scans of 10GHz and
wavelength modulation were performed by modulating
the injection current. Fig. 3 shows a single-sweep 2fspec-
trum near 3086cm -1 of 75.3 ppm methane in air at
13.3 kPa (100 torr) in a 59 cm single-pass cell. The spec-
trum was acquired by scanning the solitary diode pump
laser. A low-finesse 830 MHz etalon was used for
monitoring the scans.
The primary objective of the spectroscopic measure-
ments was to determine a detection limit for methane in
75.3 ppm
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Fig. 3, Wavelength-modulation (2]') single-sweep spectrum of
75.3ppm methane in 13.3kPa (100 tort) air in a 59cm cell. The
spectrum was acquired by tuning of the solitarydiode pump laser.
Modulation frequency was 2 kHz, lock-in time constant was 0.1 s.
The vertical solid line at the center indicates the point of sweep
reversal
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Fig. 4. Thc powerspectraldensityoftbe noise from the InSb photo-
detector/preamplifiermeasured with a fast Fourier transform ana-
lyzer.The uppercurve was taken when the detcctorwas exposed to
0.85 taWof IR DFG radiationnear 3.2/am. Note that the buildup
cavity locking noise dominates at frequenciesbelow 3 kHz. The
detector/preamplifierresponsivity at 3.2 lain was 1.2x 10_ VW-
air using light produced by difference-frequency genera-
tion pumped by tunable diode lasers and to identify the
sources of noise. Figure 4 shows plots of power spectral
density of the amplitude noise in the IR detector signal
acquired with a fast Fourier transform analyzer. In our 2f
spectroscopic measurements, the maximum modulation
frequency of the ECDL was limited to ,-, 100 Hz resulting
in demodulation frequencies below 200 Hz where the cav-
ity locking noise still dominated.
In later experiments, a servo loop was used to reduce
intensity noise in the IR beam. A portion of the [R beam
was focused onto a room-temperature InAs reference de-
tector, and the feedback adjustment of the diode laser
power was performed by an acousto-optic modulator.
This allowed the effects of the Nd : YAG build-up cavity
noise, the amplitude modulation of the diode laser result-
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ingfromfrequencytuning,andbackgroundfringesto be
cancelledout.
In additionto single-passabsorptionmeasurements
we testedtheeffectivenessof a confocalenhancement
cavityto improvethedetectionsensitivity.Thecavity
mirrors were plane-concavequartz substrateswith
250mmradiusof curvaturecoatedforhighreflectionat
3.4 lam. A transmittance of 1% was measured for each
mirror using a probe beam from the DFG source. The
finesse of the empty cavity was measured to be 213 which
suggested a 0.5% additional loss in each mirror. For
spectroscopic measurements an 18 cm long absorption
cell with Brewster windows was placed into the cavity,
reducing the cavity finesse to 182, which corresponds to
an additional loss of about 0.25°/, per round trip. The
cavity was dither-locked to resonance at the idler
wavelength by controlling a PZT-driven mirror. In order
to maintain the locking when the idler frequency was
tuned, the diode laser sweep and modulation signals were
supplied to the PZT controller that locked the 3.2 lam
build-up cavity. Only 10% of the IR power from the DFG
source could be coupled into the cavity because of poor
spatial mode matching. Typical idler power delivered to
the detector was only about 80 nW. With improved spa-
tial mode matching of the IR beam, it should be possible
to achieve 80% coupling into the cavity and deliver about
0.8 laW probe power to the detector.
2 Spectroscopic detection of methane in air
Direct absorption and wavelength-modulation (2f) spec-
troscopy of both pure methane and methane in air was
performed with and without IR cavity enhancement. We
used three calibrated mixtures of methane with natural
air; these had mixing ratios of 75.3, 10.8 and 1.8 ppm. The
last was natural air sampled on a mountain ridge.
Figure 5 shows experimental wavelength-modulation
(2f) spectra of methane in natural air sample at 13.3 kPa
(100 tort) in a 59 cm single-pass cell near 3086 cm- 1 This
center frequency was chosen because of the presence of six
strong distinct absorption lines of methane. For example,
the transition at 3085.8323 cm-_ has a line intensity of
1.70 x I0- _9cm. It is only 20% weaker than the transition
at 3067.3000 cm- _ which is the strongest in the band i"5].
Tuning of the source to the frequency of this strongest line
was possible at the cost of reduction in IR power output.
For each of the spectra, the amplitude of the frequency
modulation was optimized to produce the maximum 2f
signal size. The spectra were taken without IR power
stabilization.
Figure 6 shows direct absorption spectrum of the
methane in natural air at 80 torr in a 1 m single-pass ceil.
It was acquired using a signal-averaging bandwidth of
1 Hz, and IR power stabilization. Atmospheric pressure-
broadened methane in the laboratory air between the
power stabilizer beamsplitter and the sample cell is visible
in the baseline trace. The baseline slope is due to interfer-
ence from a secondary reflection from the power stabilizer
beamsplitter. Based upon the observed signal-to-noise
ratio, a detection limit (signal-to-noise ratio of 1) of
12 ppb m (Hz)-_/2 can be determined; it is in good agree-
Time
Fig.5. Wavelength-modulation(2]')spectraof methanein air at
13.3kPa (I00 tort) in a 59cmcell,obtainedwith0.85p.Wof IR
probepowernear3086cm-1. Modulationfrequencywas100Hz.
Sweeptimeswere50s, 50 and 500s, and lock-inamplifiertime
constantswere i s, I s, and3 s, respectively.The build-upcavity
locking noise can be seen in the spectrum of 1.8ppm methane. The
scanwidths were not the same for the 3 traces. The traces have been
offset vertically for clarity
_OI _ 1.0 ppm
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Time
Fig. 6. Direct absorption spectrumof the methane in natural air
near 3086cm -t at 10.7kPa (80 torr) in a 1m single-pass cell (A),
and the evacuated cell (B).Atmospheric pressure-broadened meth-
ane in the laboratory airbetween the power stabilizer beamsplitter
and the samplecell is visiblein the baseline trace (B).The traces have
been offset vertically for clarity. Both are 2000 sweep averages
resulting in l Hz noise bandwidth for (A-B). The detection limit of
12ppbm (Hz)- t/2 can be inferred
merit with the measured lnAs detector noise. This corres-
ponds to an absorbance root-mean-square noise of
5.1 x 10-s (Hz)-1/2. The detection limit can be improved.
First, more IR probe power can be generated. For
example, a commercial 1 W single-frequency master oscil-
lator power amplifier (MOPA) can be used as a pump
source at 800 nm. Also, a somewhat longer mixing crystal
can be used. Second, better output coupler transmittance
can be obtained. We have measured 60% transmittance at
3.2 lam for the replacement output coupler and 41% for
that used in the experiment. Third, an IR detector with
lower noise equivalent power (NEP) can be used. The
room-temperature lnAs detectors used in the experiment
had NEPs of 17 pW(Hz)- t/2 at 3.2 lam, which is a factor
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Fig. 7. Wavelength-modulation (2f) spectra of methane in air at
13.3 kPa (100 torr) in an 18 cm Brewster window cell inside a con-
focal enhancement cavity near 3.2 pan. The frequency of the
transition is 3086.0308 ern-t. The detected IR power was 80 nW,
sweep time was 10 s, lock-in amplifier time constant was 0.3 s.
A modulation frequency of 10 Hz was used to maintain locking of
the IR cavity. The IR frequency sweep range was approximately
3 GHz in order to operate with reliable locking. The traces have
been offset vertically for clarity. The vertical solid lines indicate
points of sweep reversal
lOO
E
- 10
m
c
1
N
G
,_ 0.1
m
Q)
O.01
1 1 0 100
Concentration, ppm
Fig. 8. Measured relative 2f signal amplitude per unit cell length
P_I/(PosL) in the case of single-pass and cavity-enhanced detection,
versus concentration of methane in air at 13.3 kPa (I00 torr). The
enhancement factor (max. 116) is in good agreement with the meas-
ured cavity finesse
of 5 larger than typical NEP of cooled InSb detectors.
Fourth, either a multipass absorption cell or a build-up
cavity can be used to increase effective path length.
The confocal enhancement cavity near 3.2 lam de-
scribed above was used to increase the relative magnitude
of the absorption signal. The effective number of passes in
such cavity is
N = 2F,
where F is the cavity finesse, and the factor 2 accounts for
two passes through an intracavity absorption cell per
round trip. Given the previously measured value of cavity
finesse F = 182, the number of passes should be N = 116,
which is in good agreement with the number obtained by
comparing the fractional 2f signal per centimeter of cell
length detected with cavity enhancement (Fig. 7) to that
detected in the single-pass configuration (Fig. 5). The ex-
perimental enhancement factor for lower intracavity
methane concentrations is in agreement with the experi-
mental value of cavity finesse (Fig. 8). Higher concentra-
tions of methane introduce more absorption per round
trip thus decreasing the cavity finesse and the related
effective number of passes which is the case with the
75.3 ppm sample.
3 Conclusion
In summary, spectroscopic detection of the methane in
natural air (1.8 ppmv) using diode-laser pumped cavity-
enhanced CW tunable difference-frequency generation
near 3.2 lam has been performed by four methods: direct
absorption spectroscopy, second-harmonic detection
wavelength modulation spectroscopy, cavity-enhanced
second-harmonic detection wavelength modulation spec-
troscopy, and direct absorption spectroscopy with power
stabilization. The spectroscopic DFG source was pumped
with an 800 nm diode laser and a diode-pumped 1064 nm
Nd: YAG laser. It delivered a maximum of 6 laW of nar-
rowband infrared light with 40 mW pump power and
230 mW signal power and was tunable from 3076 to
3183 cm- 1.
With no cryogenic components, we observed a noise
equivalent concentration for the detection of methane in
air at 80 torr of 12 ppb (Hz)- 1/2using a 1 m cell and direct
absorption spectroscopy with power stabilization. This
corresponds to an absorbance root-mean-square noise of
5.1 x 10-5 (Hz) -t/2. We have observed the methane in
natural air at atmospheric pressure, as can be seen from
the baseline trace in Fig. 6. The competing effects of in-
creased methane density and pressure broadening com-
pared to 80 torr cancel out so the expected detection limit
would be the same.
By using an output coupler with higher transmittance,
and using thermoelectrically cooled HgCdTe detectors
with 5 times better noise equivalent power, we expect to be
able to observe a noise equivalent column density of
1.6 ppb m(Hz)- 1/2. Proper spatial mode matching into
the 3.2 Ixm build-up cavity would yield an effective path
length of 15 m and thus a predicted detection limit of
0.1 ppb(Hz)-,/2. Alternatively, a White cell could also be
used. The choice of build-up cavity or multipass cell
would be dictated by application-dependent constraints
such as physical size and sample volume. With either the
build-up cavity or a multipass cell stray interference
fringes or other baseline effects may limit the actual per-
formance before the predicted 0.1 ppb(Hz)-_/e detection
limit is reached.
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Detection of CO, N20, and C02 in ambient air was performed with a room-temperature cw IR source based
on difference-frequency generation in periodically poled LiNbO:. The source was pumped by a seeded high-
power GaAIAs amplifier at 860 nm and a diode-pumped monolithic Nd:YAG ring laser at 1064 nm. The IR
output was tunable between 2160 and 2320 cm "l without crystal rotation. The CO detection sonsitivity is
extrapolated to 5 ppb m/_-H-'_ if limited by IR intensity noiso. © 1996 Optical Society of America
The use of quasi-phase-matchedperiodicallypoled
lithium niobate (PPLN) for mid-IR difference-
frequencygeneration(DFG) and opticalparametric
oscillatorswas reported recently.I-4 This new
material offersthe advantages of a large effective
nonlinearcoefficientand a phase-matchingcondition
thatcan be designedforpumping withvariousvisible
and near-IR lasers.Here we reportthe use of a
PPLN crystaltailoredtomatch the generallyavailable
high-powerdiodeand diode-pumpedlasersat860 and
1064 nm. l At these pump wavelengths the phase-
matching conditionisnearlyindependentofthe idler
wavelength,permittingtuning of the DFG between
4.0and 4.5/_m withoutcrystalrotation.4 Thiswave-
lengthregioncontainsstrongfundamentalabsorption
bands of severalimportant air poUutantss such as
carbon monoxide (CO), nitrousoxide (N=O),carbon
dioxide(CO=),and sulfurdioxide(SO=)and iscurrently
not convenientlyaccessibleby room-temperaturecw
single-frequencydiodelasers.
We have investigatedthefeasibilityofapplicationof
a PPLN-based diode-pumped DFG sourceto spectro-
scopictracegas detectionin air. The performance
characteristicsofthe source,includingoutputpower,
linewidth,tuning range,and amplitude noise,were
examined from the standpointofspectroscopicdetec-
tion. Atmospheric CO, N20, and CO2 were used as
sample targetspecies.A detectionlimitfor CO of
5 partsin 109(ppb)m/_H-_ was foundforwavelength-
modulation 2f spectroscopyin ambient air under
interference-freeconditions.
The tunablemid-IR DFG source,shown in Fig.i,
mixed a Nd:YAG and a high-power taperedGaAIAs
semiconductoramplifierpump. Although the source
issimilarto the sourcedescribedin Ref.4,itdiffers
from itin two importantways: (i)forcompactness
and narrow linewidth the previously used lamp-
pumped Nd:YAG is replaced with a diode-pumped
monolithic nonplanar ring laser emitting 237 mW
of power in a single longitudinal mode and (ii) the
previouslyused externalgratingcavitytunablelaser
based on a tapered amplifieris replaced with a
taperedamplifierseededby a single-frequencylaser
diode,permittingfastfrequencytuningby means of
currentmodulation. The seedlaser(SDL, Inc.,Model
5410) was isolatedfrom the taperedamplifierby a
40-dB Faraday isolatorand was temperature stabi-
lizedto _0.02"C, yieldinga frequencystabilityof
±0.6 GHz. To eliminatefeedback-inducedspectral
instabilities,a low-numerical-aperturelenswas used
forseed lasercollimationat a working distanceof
1 cm. A low lens collectionefficiencyresulted
in 12-row seed power incidentupon the tapered
amplifier (SDL, Inc., Model 8630), which near its
860-nm gain peak emitted 1.25 W at a current of
2.0 A. The amplifier emission was collimated by a
spherical (f = 4.5 ram) and a cylindrical (f = 15 cm)
lens 4 and passed through a Faraday isolator, a dichroic
beam splitter, and an f = 5 cm focusing lens, producing
820 mW of power at the input facet of a 6-mm-long
PPLN crystal. The field-poled, z-cut crystal had a
domain period of 22.6 /_m and was oriented -10"
relative to the beam to yield wideband phase matching
in the 4.3-4.6-/_m range. 4 With 220 mW of inci-
dent power at 1064 nm, a maximum of 8.0 /_W was
measured at 4.5 /_m. A somewhat lower conversion
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Fig.I. Schematic of the tunablecw mid-IR DFG source
used fordetectionofCO, N20, and CO2 in air. The non-
linearmixing element was a quasi-phase-matched(QPM)
periodicallypoledLiNbO3 crystal. Frs,Faraday isolators;
DBS, dichroicbeam splitter;BS, beam splitter.
efficiencyTM observed here is attributed to nonopti-
mized beam diameters. The amplifier was typically
operated toproduce DFG power of _3.0 pW, adequate
forallthe measurements described below.
The spectrum of the seeded amplifier was moni-
tored with an opticalspectrum analyzer and a Fabry-
Perot interferometer. The linewidth was lessthan the
50-MHz resolutionofthe interferometer. Coarse and
fine wavelength adjustments were carried out with
seed laser temperature and bias current settings,
respectively. We made frequency scans by superim-
posing a 30-mA peak-to-peak triangular waveform at
10 Hz on the seed laser bias current, resulting in
a continuous mode-hop-free frequency sweep range of
80 GHz. An additional f ffi 2 _ sinusoidalwave-
form was used forfrequency modulation during scans,
with up to 11 GHz peak-to-peak frequency modulation
amplitude.
Frequency sweep and modulation were accompanied
by linearmodulation ofthe seed power. This modula-
tion was greatly suppressed by the clamped input-
versus-output power transfer function of the tapered
amplifier operated in a regime close to saturation.
Because ofthe relativelylow seed power, however, the
saturation was incomplete,and the nonlinearityofthe
amplifier power transfer function produced the second
harmonic ofthe modulation frequency, causing a weak
rollingbaseline in the 2f IR spectra. This effectcan
be reduced by increasingthe seed power.
Another undesirable effectobserved initiallywas
weak _talon interferencebetween the two facetsofthe
tapered amplifier. This interferenceresulted in the
DFG power modulation during scan, which masked
the gas absorption signal. During the 80-GHz scan
the seed wavelength tuned across four amplifier
_talon fringes spaced by approximately 20 GHz. To
eliminate this effectwe synchronously modulated the
amplifier current with the ramp used for seed laser
frequency scans. This caused, through temperature-
and carrier-density-inducedindex variation,a propor-
tionalscan of _talon fringe wavelength. With proper
adjustment of the ramp amplitude (_200 mA) and
phase the _talon fringewavelength excursion matched
that of the seed laser, and the power modulation
caused by interference was eliminated. Improved
antireflectioncoating of the diode amplifier chip could
reduce dtalon effects,making the injection current
modulation unnecessary.
The intensitynoisespectrum ofthe DFG source was
measured with a spectrum analyzer, and the results
are shown in Fig. 2. The relativeintensitynoise was
3 × 10-5/_/_-zat frequenciesabove I kHz. We expect
a reduction inthe intensitynoise with the use ofa low-
noiseamplifier currentsupply.
The observed continuous tuning range ofthe source
was 2160-2320 cm -I, which was sufficientfor detec-
tionof CO, N20, and CO2 in air. Typical abundances
of these species in natural air are 330 parts in 106
(ppm), 320 ppb, and 150 ppb, respectively.7 Figure 3
shows direct-absorptionand wavelength-modulation
If and 2f spectra of CO2 in 2.5-m ambient air near
2303 cm -I. We have not compared noise in the If
and 2f signals. If the if signal from a reference
sample is used to lock the IR frequency to the cen-
ter of a given molecular transition,the 2]' signal
conveniently measures peak absorption. The traces
are symmetric with respect to the vertical line at
the center,which indicates reversal of the 2.5-cm-I
frequency sweep. Atmospheric CO2 is the dominant
absorber in this wavelength region because ofitsrela-
tivelyhigh natural abundance. Absorption by the less
10-_
10._
.__1 0"t°
O
e_
i
o
c
IX 1 0"_a
1 wt=
IIl F:i:
1 O0 1000 10000
Frequency, Hz
Fig.2. Rms intensitynoise in the IR beam. The data
were acquiredwith a rfspectrum analyzerand converted
to units of W/_.
direct
Fig.3. Direct-absorption(top trace) and wavelength-
modulation if and 2f (middleand bottom traces,shown on
the same verticalscale)spectraofCO2 in 2.G-m ambient
air near 2303 cm -l recorded with a digitalscope. The
frequency sweep of 2.5 cm -I is reversed at the center.
The transitionsseen here are P(50) (0001-0000), R(26)
(0001-0000),P(39) (0111-0110),and R(24) (0001-0000),
from leftto rightin the lefthalf ofthe figure.5 Both R
transitionsbelongtoisO1SC1SO.
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Fig. 4. Wavelength-modulation 2f spectra of the R(6)
fundamental of CO at 2169 cm -1 in 4.2-m ambient air (30×
magnified, top), and a reference sample (-3-Tort CO mixed
with room air in a lO-cm cell, bottom). The frequency
sweep of _20 GHz is reversed at the center. The sweep
rate was 10.6 Hz, the modulation frequency was 2 kHz, and
the lock-in time constant was 1 ms. Both traces are 100-
sweep averages.
abundant N20 and CO, even at the peak (1.1 × 10 -2
and 6.0 x 10 -s ppm -1 m -1, respectively), can be com-
pletely swamped by H20 absorption.
The ambient CO and N20 were monitored over
the 4.2-m open path between the mixing crystal and
the signal detector. Figure 4 shows wavelength-
modulation 2f spectra of the R(6) fundamental of
CO near 2169 cm -_ in air and in a reference sample.
The sample had _3 Tort of CO mixed with air at
atmospheric pressure in a 10-cm cell, resulting in
93% peak absorption. The 2f absorption signal was
monitored to permit easy visual comparison of position
and width of the signal and reference absorption
peaks. The vertical line at the center indicates rever-
sal of the frequency sweep, which was approximately
20 GHz. Both traces are 100-sweep averages, result-
ing in the noise bandwidth of 2.5 Hz. The rolling
baseline in the air trace is a result of synchronous
amplitude modulation in the tapered amplifier, as
mentioned above. It is asymmetric because of weak
thermal modulation in the amplifier caused by the
frequency sweep and delayed in time. Magnitudes of
absorption peaks in the top trace suggest that the con-
centration of CO in laboratory air is _360 ppb, which is
higher than the U.S. standard average 150 ppb. 7 The
rms noise in the 2f absorption signal measured with-
out frequency sweep was approximately equal to the
rms intensity noise (see Fig. 2). This corresp._ds to a
noise equivalent column density of 5 ppb m/_/Hz for CO
in air at atmospheric pressure. This is comparable to
the detection limit of 14 ppb m/,/-Hz for CI-I4 in air near
8 /zm (peak absorption of 1.8 × 10 -s ppm -1 m -1 at
1306 cm -1) in a compact lead-salt diode laser spectro-
meter s reported by Webster et al.
Potentially the tuning range can be extended to
4.0/_m to permit the detection of $02. In our experi-
ment, tuning to wavelengths below 4.3 pm required
cooling of the seed laser below 15 °C, and to avoid water
condensation we did not perform it. The use ofan ex-
ternalcavitylasercan provide the desiredtuning range
without extreme heating or cooling.4 Alternatively,
seed laserswith lower operating wavelengths could be
used. DFG wavelengths from 3.0 to5.5 _m have been
generated with PPLN. 4 A wavelength of particular
interestisthe 5.3-_m fundamental R branch of nitric
oxide. At this wavelength we measured a transmis-
sion of 75% in a I-ram-long uncoated LiNbO3 sample.
For a 6-turn-longuncoated sample this implies a 42%
transmission. For accesstothe wavelength of5.3/_m,
a seed laser emitting at 886 nm would be required in
the present DFG source,or the Nd:YAG could be re-
placed by a 1025-nm laserdiode.
In summary, water-free detection of the CO in
ambient air (360 ppb) was performed with a compact
tunable lasersource at 4.6/_m. The sourcewas based
on DFG in quasi-phase-matched LiNbO3 pumped by a
seeded high-power GaAIAs amplifier at 860 nm and
a diode-pumped Nd:YAG laser at 1064 nm. The CO
detection sensitivityof 5 ppb m/vrH_ is extrapolated
based on rms noise measured in the 2f infrared
spectra. This constitutesan important demonstration
ofsensitivedetectionofCO rovibrationalfundamental
in air by a room-temperature diode-pumped tunable
cw laser source. Tuning of the DFG source between
2160 and 2320 cm -I was observed, limited by the
tuning range ofthe solitarydiode seed laser. This was
sufficientfordetectionofCO, N20, and CO2 and in the
future can be extended to 2500 cm -I for detection of
SO2 and to 1900 cm -I forthe detectionofnitricoxide.
This research was supported in part by the
National Science Foundation, the National Aeronau-
tics and Space Administration, the Robert A_ Welch
Foundation, and the U.S. OfficeofNaval Research.
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Continuous-wave tunable 8.7-#m spectroscopic source
pumped by fiber-coupled communications lasers
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Tunable narrow-band cw difference-frequency generation at 8.7/_m was demonstrated in silver gallium
selenide (AgGaSe2) at room temperature. The crystal was pumped by an injection-seeded Er/Yb-codoped
fiber amplifier at 1.554/_m and a fiber-coupled diode-pumped monolithic ring Nd:YAG laser at 1.319/_m.
The difference-frequency output was used for high-resolution spectroscopy of sulfur dioxide (SO2). © 1996
Optical Society of America
The 8-12-/_m wavelength region has been a target of
high-resolutionmolecular spectroscopy and trace gas
detectionformany years,but the choiceofa tunable cw
narrow-band source operating in this region has been
limited to lead-salt diode lasers and carbon dioxide
lasers. These sources, although they are suitablefor
high-resolution molecular spectroscopy, suffer practi-
cal drawbacks such as largesize,high power consump-
tion and lack ofwavelength tunability,and the need for
cryogenic cooling. The use ofdiode lasersoperating at
the wavelengths of 1.3 and 1.5/_m as pump sourcesfor
difference-frequencygeneration (DFG) inAgGaSe 2was
proposed by Simon et al.in 1993.t The advantage of
this scheme isthe possibilityofconvenient generation
of cw tunable narrow-band light in the spectroscopic
fingerprint region 8-12/zm by readily availablecom-
munications diode lasers. In addition,the use offiber
coupling for these sources can be expected to improve
stability,eliminate the need for opticalalignment, re-
duce the size,and lower the cost ofthe DFG source.
The recent development of Er/Tb-codoped fiber
amplifiers2 near 1.5/zm and of pr3+-doped fluoride
fiberamplifierssnear 1.3/zm has made opticalsingle-
frequency output power in excess of 100 mW available.
Such sources can be used for tunable low-noise cw
DFG at the microwatt level between 8 and 12/_m.
This radiation can be used for high-resolution mid-
infrared molecular spectroscopy and, potentially,for
spectroscopic detection and measurement of trace
air contaminants such as ammonia, ethylene, sulfur
dioxide,methane, nitrousoxide,and phosphine.
Here we report the implementation and suc-
cessful operation of a compact all-solid-stateroom-
temperature DFG source (see Fig. 1) that employed a
high-power Er/Yb-codoped fiber amplifier pumped at
1.064/_m. The amplifier was injectionseeded by an
opticallyisolated2-roW pigtaileddistributed-feedback
(DFB) diode laserat 1.554 _zm and operated near satu-
ration,producing as much as 0.5 W ofsingle-frequency
power. Figure 2 shows the amplifier output power
with injection seeding versus launched pump power
at 1.064/_m. The pump threshold of 87 mW and a
0146-9592/96/181451-03510.00/0
slope efficiency of 12% were determined from these
data. The relativelylow2slope efficiencyisattributed
to incomplete saturation,a nonoptimal copropagating
pump arrangement, and operation at a wavelength
that is -20 nm away from the gain peak. After
opticalisolation,which was accompanied by a 20%
lossin power, the amplifier output was combined with
the output of a 35-roW diode-pumped monolithic ring
Nd:YAG laser (Lightwave Electronics Model 122) at
1.319/zm in a polarizingcube beam splitter.
Later in the experiment an alternativeopticalsetup
was implemented in which the pump (1.319 #m) and
the signal (1.554/_m) beams were combined in a
single-mode fiber by a fiber-optic wavelength-division
multiplexer. This arrangement provided the stable,
aligument-f_ree spatial and angular beam overlap re-
quired for optimal DFG conversion efficiency. In both
cases the polarization controllers were adjusted to pro-
duce linear orthogonal polarizations of the pump and
the signal beams at the crystal input.
The d/fference-frequency mixing was performed in a
4 mm× 4 mm× 10 mm AgGaSe2 crystal (Cleveland
1..N4 _m OFe
¢lk_e last, ;I mW lr:.'/b llbeT
1.0(bll pureNd:Y_ 10 W 1.311 _ Nd:YAG, 3S mW
f 0-0-0
¢mupling kmll Calf I _110¢_' lOCI i_tlil_ll_ mir_¢
Fig. 1. Schematic of an 8.7-/_m tunable single-frequency
cw DFG source pumped by fiber-coupled diode and
solid-state lasers operating at 1.319 and 1.564/_m. A
wavelength-divisionmultiplexer(WDM) was used to com-
binethe two beams in a singlefiberbeforemixing so that
no adjustment of the beam overlapwas necessary. The
sourcewas used forhigh-resolutionspectroscopyofSO2.
© 1996 Optical Society of America
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Fig. 2. Output power from an Er/Yb-codoped fiber ampli-
fier before a Faraday isolator versus launched pump power
at 1.064 _m. The amplifier is injection seeded by a 2-mW
DFB diode laser at 1.554 ,_m.
Crystals, Inc.) cut for type 1 phase matching at an
internal angle of 65 °. The actual phase-matching
angle 6 used in the experiment was 68.4 °, which was
readily accessible with a given crystal aperture and
required an external incidence angle of 9 ° . In the
arrangement using the polarizing cube beam splitter
the pump and the signal beams were focused into
the mixing crystal by an f = 5 cm lens. The beam
waists inside the crystal were 15.5 and 18.8 _m,
respectively, calculated from the measured waists of
collimated beams. No attempt was made to achieve
optimal focusing. 4 The effective crystal length was
limited by the birefringent beam walk-off:
tan p = 1/2 sin 2#n(A, 0)21n,(A) -2 - no(A)-2i.
Here no(A), n,(A), and n(A,0) are the ordinary, the
extraordinary, and the angle-dependent indices of
refraction respectively, of AgGaSe2. 5 The walk-off
angle calculated for the pump wavelength of 1.319/_m
is 0.39 ° , which corresponds to an effective crystal
length of 2.5 ram.
The difference-frequency output at 8.7/zm (idler)
was collected by an f -- 5 cm CaF 2 lens, transmitted
through a 4-ram-thick uncoated Ge filter, and focused
onto a liquid-N2-cooled HgCdTe detector by an f = 5 cm
off-axis parabolic mirror. With 29-mW pump power
and 370-roW signal power incident upon the crys-
tal, an idler power of 0.1/zW was measured. After
correction for reflection losses from the uncoated Ge
filter and facets of the AgGaSe2 crystal, this corre-
sponds to 0.4/_W of power generated inside the crys-
tal. This power level is 35% less than expected from a
2.5-ram-long crystal under the conditions of optimal fo-
cusing. 4 This discrepancy may be attributed in part
to improper mode matching of the pump and the sig-
nal beams. However, it was also established in the
course of the experiment that the detector active area
of 0.25 mm 2 was not sufficient to collect all the idler
output because of the larger spot size at the focus of the
parabolic mirror. The spot size was increased primar-
ily by improper alignment of the mirror and by spheri-
cal aberrations in the collector lens that was used to
collimate a rapidly diverging idler beam 8.7/zm.
The typical detected idler power 0.1/_W was suffi-
cient for high-resolution spectroscopy considering that
the noise equivalent power the HgCdTe detector was
3 × 10 -12 W/_/'Hz, which corresponds to an equiva-
lent absorption of 3 × 10-s/_/_z. A 10-cm-long ab-
sorption cell with CaF2 Brewster windows filled to
5 Torr with sulfur dioxide was introduced into the idler
beam for spectroscopic measurements. Initially, we
performed the frequency tuning by sweeping the drive
current of the DFB seed laser at 1.554/_m. How-
ever, the current tuning response of the laser was
not sufficient to permit frequency scans longer than
5 GHz, thereby making it difficult to identify the ob-
served absorption lines. We therefore used instead
temperature tuning of the Nd:YAG pump laser at
1.319 _m. A tuning rate of 0.02 Hz was selected to
permit faster data acquisition without distortion of lin-
earity of the frequency sweep. The pump beam was
chopped at a rate of 2 kHz. The idler power was lock-
in detected without regard to phase and recorded with
an 8-bit digital oscilloscope. The observed infrared
transitions of sulfur dioxide were assigned by a R]-
TRAN database,e Figure 3 shows the directabsorption
spectrum of the _'isymmetric stretchband of sulfur
dioxidenear 1144 cm -l. The frequency sweep was re-
producible and linearover at leasthalfofa wave num-
ber, which is the maximum continuous sweep range
availablewith the pump laserused inthisexperiment.
In summary, we have demonstrated an all-solid-
state room-temperature cw narrow-band source
tunable near 8.7/_m. The source is based on dif-
ference-frequency mixing of a fiber-coupled diode-
pumped monolithic ring Nd:YAG laser 1.319 _m and
an Er/Yb-copdoped fiber amplifier in type 1 critically
phase-matched AgGaSe2. The fiber amplifier was
pumped at 1.064/_m and injection seeded by a pig-
tailed DFB laser diode at 1.554/_m. Alternatively, a
1.3-/_m extended-cavity diode laser in conjunction with
a pr3+-doped fluoride fiber amplifier can replace the
Nd:YAG laser at 1.319/_m, thereby providing higher
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Fig.3. Opticaltransmissionof10-era-longBrewster win-
dow absorption cell filledwith SO2 at a pressure of
5 Tort. The sweep time was 50 s,the lock-inamplifier
time constant was 0.1s (12dB/octave roll-off),and the
choppler frequency was 2 kHz. The signalwas detected
withoutregard tophase (R component).
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pump power and permitting fast continuous frequency
scans of 10 cm -1 or more. With 29 mW of pump power
and 370 mW of signal power incident upon the mixing
crystal, 0.1-/_W idler power was detected. The DFG
source was applied to high-resolution spectroscopy of
the _'1 symmetric stretch band of SO2. This, to our
knowledge, is the first reported cw all-diode-pumped
spectroscopic DFG source operating at a wavelength
above 8/_m at room temperature. Furthermore, the
source uses commercial single-frequency pigtailed
diode and diode-pumped solid-state lasers operating
near the fiber communications wavelengths of 1.3
and 1.5/_m. Although limited infrared tuning range
and output power have been demonstrated in the
experiment, both can be improved by replacement of
the pump sources. With the use of two 300-mW fiber
amplifiers injection seeded by tunable extended-cavity
diode lasers near 1.3 and 1.5/_m, for example, the DFG
output power can be increased to 5 pW, whereas the
tuning range can be extended from 900 to 1400 cm -1.
These projected performance characteristics will
benefit applications such as high-resolution molecular
spectroscopy and trace-gas detection.
The authors are grateful to L. W. Hollberg and
S. Waltman for providing the AgGaSe2 crystal. The
research was supported in part by the National
Aeronautics and Space Administration, the National
Science Foundation, the Texas Advanced Technology
Program, The Welch Foundation and the U.S. Office of
Naval Research.
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Abstract. A new widely tunal_le source in the infrared for
use in high-resolution spectroscopy and trace-gas detec-
tion is described. This spectroscopic source is based on
Difference Frequency Generation (DFG) in gallium
selenide (GaSe) and is continuously tunable in the
8.8-15.0 gm wavelength region. Such a DFG source oper-
ates at room temperature which makes it a useful alterna-
tive to a lead-salt diode-laser- based detection system that
requires cryogenic temperatures and numerous individual
diode lasers.
PACS: 7.65; 33.00; 42.60; 42.65; 42.80
There is considerable interest in developing convenient
methods for selective and sensitive measurements of trace-
gas concentrations. As virtually all fundamental vibra-
tional modes of molecules and molecular ions lie in the
2-20 p.m wavelength region, infrared (IR) spectroscopy
provides a convenient and real-time method of detection
for most gases. Hence, it is important to develop compact
and reliable diode-laser-based sources in this spectral re-
gion.
Diode-based cw DFG spectroscopic sources have re-
cently been demonstrated in the 3-5 lam region with peri-
odically poled LiNbO3 [1] and AgGaS2 [2]. The present
work aims to explore the feasibility of similar cw sources
at wavelengths from 5 to 18 lain by mixing two visible
lasers in the nonlinear crystal GaSe. Although the work
described here uses two cw Ti: Sapphire lasers in order to
explore the characteristics of the nonlinear optical mater-
ial, it is envisioned that the pump lasers will ultimately be
high-power visible/near-lR diode lasers to create a rugged
portable IR source for gas monitoring.
Gallium selenide has been tested previously in pulsed
DFG sources in the 4-19 tam region [3-8]. In addition,
Vodopyanov et al. [9, 10] have measured the spontaneous
parametric emission from GaSe pumped by a mode-
Dedicated to Prof. F. P. Sch_iferon the occasion of his 65th birthday.
locked Er: YAG (2.94 tam) laser. In all these experiments,
pulsed lasers operating at wavelengths longer than 1 gm
were used to generate the tunable IR radiation. In the only
previous reported work with visible pumps, Abduilaev
and co-workers used the pulsed output of a ruby laser and
dye laser (715--750 rim) in a DFG source to generate
pulsed radiation in the 9-18 lain region [11].
A good summary of the above experiments and many
others can be found in the review article by Fernelius [12].
1 Experimental
The cw IR spectroscopic source, shown in Fig. 1, used the
20W all-lines output of an argon ion laser to pump
simultaneously two single-frequency cw Titanium: Sap-
phire ring lasers (Coherent Model 899-21 and 899-29).
These lasers are actively frequency stabilized by locking to
external etalons, and line widths in the near IR of 1 MHz
are typical. Titanium:Sapphire lasers were used in this
experiment because of their superior wavelength tuning,
transverse-mode quality, and output power character-
istics. The output from each laser was attenuated to
< 300 mW using linearly variable filters to avoid optical
damage of the GaSe crystal. The two beams were spatially
overlapped by rotating the polarization of the pump beam
orthogonal to the signal and combining them in a polar-
ization cube to provide Type-I phase matching. Type-I
phase matching was chosen in GaSe because the required
external angle and walkoff effects are smaller than for
Type II. The two beams are chopped and focussed with
a I00 mm lens into a GaSe crystal 5 mm in length and
10 mm in diameter mounted on a rotation stage. The IR
light generated in the GaSe crystal was collected and
refocused with a single ZnSe lens onto a l-ram-diameter
liquid-nitrogen-cooled HgCdTe detector. A broadband
antireflective-coated 13-13 p.m) Ge flat is placed immedi-
ately in front of the detector to block the two pump
beams. The output of the detector is monitored by a lock-
in amplifier and recorded by a computer. A 50-cm-long
absorption cell equipped with ZnSe windows was used for
absorption experiments.
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Fig. I. Schematic diagram of a DFG spectroscopic source based on GaSe crystal.
To date, we have generated continuously tunable light
from 8.8 to 15.0 lam by tuning the wavelength of the two
pump lasers and the angle of the crystal. We are not
fundamentally limited to this tuning range and could
extend the range to 6 lam with larger crystal angles, but the
present crystal mount restricts the GaSe external angle to
less than 60 °. We expected to be able to tune to the 18 lam
absorption edge of the crystal but did not obtain signifi-
cant IR power at wavelengths longer than 15 lam. Within
the current 45-60 ° range of external angles it is possible to
tune continuously over a 6.21am IR range using only
a 25 nm tuning range of one of the visible/near-IR pump
lasers.
The published Sellmeier coefficients 1"13-17] were
found to be inadequate for accurately describing the com-
bination of input wavelengths and crystal angles to gener-
ate IR light. The predicted pump wavelengths for a given
external crystal angle and signal wavelength are too low
by about 3% or 20-25 nm, which confirms the observa-
tions of the Abdullaev [16] and Bhar [18] groups. Abdul-
laev attributed these errors to insufficiently accurate de-
termination of the ordinary index of refraction near the
short-wavelength edge of the absorption band. The results
of our systematic investigation for optimized phase-
matched conditions are given in Fig. 2. We obtained each
data point by fixing the crystal angle and the signal
wavelength and by scanning the pump-laser wavelength.
The results of one such scan is shown in Fig. 3. The noise
in the trace is a result of limiting the input power of each
beam to 25 mW average at the crystal to avoid possible
thermal effects due to absorption. The phase-matching
FWHM was found to be 0.706 nm (10.967cm -z) for
a pump laser scan with the signal-laser wavelength fixed at
868.318 nm and the external crystal angle fixed at 51.2 °.
We attempted to reoptimize the Sellmeier coefficients
and found that the mathematical system was underdeter-
mined. There were numerous solutions that fit our experi-
mental data and some of these deviated from the
previously published index-of-refraction dispersion rela-
tions. We, therefore, have chosen to present our data on
predicting the GaSe-crystal external angle in a manner
that makes no reference to the index of refraction so that
no confusion results. The external crystal angle in degrees
was fitted with a quadratic function of the pump
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Fig. 2. Experimental phase-matching angles and wavelengths for
a GaSe crystal in the 780-880 nm pumping region. Individual points
represent combinations of external angles and pump wavelengths
that optimize the IR DFG power. IR wavelengths are given by
projecting the data points onto the diagonal axis labeled "idler
wavelength"
wavelength (2p) in nanometers and the idler frequency (vi)
in wave numbers:
•2 + 4.70 x 10 -5External angle = 49.4 - 1.84 x 10- 5 x zp
2 V?.x viz - 4.37 x 10 -It × _p ×
The fit to our 44 data points has a standard deviation of
0.12 °. There is a high relative uncertainty in all the coeffi-
cients due to a linear dependence between variables which
is not easily removed without transforming the observed
variables of wavelength and frequency to non-intuitive
units. The main source of experimental uncertainty was
the measurement of the zero crystal angle. We were able to
measure the back reflection at the polarization cube from
normal incidence with respect to the GaSe crystal to
within two millimeters which yielded an angular resolu-
tion of 0.2 ° . The uncertainty in the pump and signal
wavelengths are several orders of magnitude below this
angular uncertainty.
Under the plane-wave approximation, the phase-
matching bandwidth is a simple function of the effective
8.
i
.... Fit
805.i 806.0 806.5 807.0 807.5 808.0
Pump wavelength (nm)
Fig. 3. Wavelength dependence of the IR power with fixed signal
laser wavelength of 868.318 nm and fixed GaSe-crystal external
angle of 51.2 °
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Fig. 4. IR DFG power vs the product of two input pump powers.
The line is a least-squares fit to the data. The idler, pump, and signal
wavelengths were 13.708 tam, 793.210 nm, and 841.925 nm, respec-
tively, and the external angle was 48.3°
coherence length and the wave-vector mismatch. The
output power can be regarded as proportional to
sinc2(AkLcrf/2). Assuming all three indices of refraction to
be constant during a scan and Ak = 0 at the peak of the IR
production, the dk term can be approximated by (1):
Ak =2nx o x (np -- hi), (1)
2p
where _.p is the pump wavelength, _._, is the pump
wavelength at which the output IR power is maximized,
and np and ni are the indices of refraction at the pump and
idler wavelengths, respectively. In this fashion, only the
difference between the indices of refraction are necessary
to compute the wave-vector mismatch and is relatively
insensitive to the choice of Sellmeier constants. The wave-
vector mismatch is assumed to be equal to zero at the
centroid of the experimental curve based on the observa-
tion that the curve does not exhibit the asymmetry shown
in systems where the maximum output power and dk = 0
do not coincide (see [19] for an example in the case of
second-harmonic generation). The phase-matching band-
width for unfocused and focused beams is found to be
nearly identical so long as the beams are not in the
overfocused condition. In this experiment, we deliberately
underfocused the input beams by using an f= I00 mm
lens instead of the f= 66 mm called for by theory. By
fitting the observed spectrum with (1) where Lef t is the
adjustable variable, it is possible to obtain agreement
between theory and experiment. The value of L,ff deter-
mined from this fit is 2.9 mm - in agreement with [3] in
which an Left value of 3.2 mm was obtained.
As a further test of our fitting, the Lerf parameter can
be estimated by
where ,In is the change in index of the pump beam in
turning the crystal to reduce the 1R power to 40.5% of the
peak value or when the accumulated phase error is equal
to 180 ° . The value of An is calculated from the dispersion
relations, and again it is found to be largely invariant with
choice of Sellmeier coefficients. The resulting Left is
2.9 ram. Both our results imply that in this instance the
coherence length is determining the power output and not
the crystal length.
The effect of high input powers on the parametric
conversion process was measured. Linearly variable neu-
tral density filters were used to vary the input powers and
the generated IR power plotted vs their product in Fig. 4.
Thermal lensing can be a problem in the nonlinear optical
conversion process - especially in the case of intense cw
input beams [20]. This effect can cause the IR power to
scale less than linearly with the product of the input
powers but was not observed in GaSe as shown in Fig. 4.
The experimental conversion efficiency derived from
the slope of the fitted line in the figure is 28*/0 of the
calculated value obtained with a nonlinear coefficient
d2z = 54.4pm/V ts at the specific wavelengths used in
Fig. 4. The calculated power in the above comparison was
corrected for Fresnel losses at all uncoated surfaces. Our
best estimate of the detector calibration is + 20%.
A component of the discrepancy is the transverse distor-
tion of the beam into an oval shape with non-normal
incidence upon the GaSe crystal surface. This could be
corrected with the use of a cylindrical focusing lens. A sec-
ond explanation of the missing power is the possibility
that the two input beams were focused at different longitu-
dinal positions. We assumed that the lasers were operat-
ing to manufacturers' specifications and thus the foci were
in the same location, but telescopes could be inserted in
the beam path to verify this condition.
2 Spectroscopy of ethylene (C2H4)
The maximum mid-IR output measured by the present
system is about 30 nW, which is sufficient for spectro-
scopic detection of many gases. It is feasible to design
a mid-IR absorption-based gas sensor based on the mix-
ing of two visible high-power laser diodes (in master
oscillator-power amplifier geometries at the 0.5-1 W level)
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Fig. 5. A sample spectrum of the ethylene molecule near 945 cm- t
taken with a path length of 50 cm and a pressure of 20 mTorr. The
inset is a 0.5 cm - t blowup centered on the strongest absorption lines
in the lower scan
3 Conclusion
In this work we have investigated the characteristics of
using 780-900 nm pump sources to generate narrow
bandwidth IR radiation which is continuously tunable
from 8.8 to 15 p.m in the nonlinear optical crystal GaSe.
No thermal lensing effects are observed with chopped
input powers of up to half-a-watt cw. It is now possible to
predict the phase-matching angle in GaSe with an error
that is less than the phase-matching angular bandwidth,
thus assuring IR generation for a given combination of
input wavelengths and calculated external angle. Such
a tunable DFG IR source has the potential of becoming
a valuable tool for environmental sensing, as demon-
strated by the detection of ethylene.
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in GaSe. This sensor would be capable of detecting nu-
merous gases of interest in atmospheric monitoring - in-
cluding but not limited to such species as hydrogen cyan-
ide, acetylene, ethylene, ammonia, nitric acid, phosphine,
ozone, methane, and nitrous oxide.
Ethylene is a very interesting biological molecule. It
has been found to play a role in many developmental
processes in plants: ripening of fruits, wilting of flowers,
and the emergence from dormancy in some seeds and
bulbs [21-23-1. Environmental stresses, such as excessive
water loss, mechanical damage, and lack of sufficient light,
all stimulate the production of increased levels of C2H4
[24]. Ethylene concentrations have been monitored by
gas chromatography and by photoacoustic detection us-
ing a carbon dioxide laser 125-27,1, though neither
method is readily portable. Using difference frequency
generation, it appears feasible to construct an ethylene
sensor that is compact and battery driven.
In the 10-1am region, the absorption of ethylene gas is
essentially due to the intense v_ C-type perpendicular IR
band which presents a strong Q-branch near 950 cm-1
The P and R branches cover the region from 800 to
1100 cm- _. Much in the way of high-resolution spectro-
scopy has been conducted on this band 1,'28-311. Nearly
all the lines in this region have been assigned and their
positions known to sub-Doppler accuracy.
A 20 cm-1 scan of ethylene taken with the experi-
mental apparatus is shown in Fig. 5. The inset spectrum is
a blowup of 0.5 cm-_ centered around the most intense
absorption lines. The total path length is 50 cm and the
ethylene pressure is 20 mTorr. The scan was taken by
fixing the signal laser at 868.750 nm, the external angle to
55.5 °, and scanning the pump laser from 802.195 to
803.484 nm in 20 MHz steps. The lock-in amplifier was set
to a 100 ms time constant with a 12 dB/octave rolloff.
Because ofetalon effects within the 3-mm-thick ZnSe fiats
used as windows for the absorption cell, the cell was
pumped out and scanned to provide normalization.
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